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ABSTRACT

This paper identifies the inherent strengths/weaknesses of rigid timber-framed partitions and quantifies the
onset drifts for different damage thresholds under a unidirectional quasi-static cyclic loading. It reports
construction and testing of a multi-winged timber-framed partition wall specimen, with details typical of New
Zealand construction practice. As the tested subassembly included four partition wall wings oriented along
four different directions, bi-directional performance of the tested wall system could be assessed despite the
loading being unidirectional. Furthermore, the tested rigid timber-framed partition wall’s cyclic performance
is also compared with that of similar partition walls incorporating "partly-sliding" connection details and
"seismic gaps", previously tested under the same test setup.

Theoretical equations proposed/derived in the literature to predict the ultimate strength, initial stiffness, and
onset drifts of different damage states are scrutinized based on the experimentally recorded cyclic performance
measures. Some equations are updated in order to alleviate identified possible shortcomings. These theoretical
estimates are then validated with the experimental results. It is found that the equations can reasonably predict
the initial stiffness and ultimate shear strength of the partitions, as well as the onset-drifts corresponding to the
screw damage and diagonal buckling failure mode of the plasterboard.

INTRODUCTION

Non-structural elements (NSEs) include secondary systems or
components attached to the floors, roofs, and walls of a building
or industrial facility that are not explicitly designed to participate
in the main vertical or lateral load-bearing mechanism of the
structure. Nevertheless, NSEs are required to accommodate the
effects of seismic actions such as drifts and accelerations [1].
Typical examples of NSEs include internal non-loadbearing parti-
tions, suspended ceilings, sprinkler piping systems, architectural
claddings, building contents, mechanical/electrical equipment,
and furnishings. They play a major role in the operational and
functional aspects of buildings and contribute a major portion of
the building’s overall cost [2–5]. Therefore, they are expected to
remain intact and usable during and after earthquakes, particu-
larly in vital facilities such as hospitals, police and fire stations,
power stations, communication centres, and government offices
[1,6,7]. However, in past earthquakes, in addition to causing
some injury/casualties, financial losses (including repair costs
and disruption/downtime) due to non-structural damage were
reported to have been higher than those caused by structural
damage [7–11]. Within the broad spectrum of NSEs, suspended
ceilings, piping, and partition walls were identified as signif-
icant contributors to the financial loss following earthquakes
[3,9,12,13].

During the 2010-11 Canterbury Earthquake Sequence (CES) in
New Zealand (NZ), non-structural damage was observed to be
more extensive than structural damage [14–17]. As traditionally
constructed rigid partition walls are drift-sensitive components

with low deformation capacity, they can suffer damage at rela-
tively small drifts. Consequently, internal gypsum-plasterboard
lined partitions were unable to accommodate the drift demand
imposed by the primary structures and suffered wide-ranging
damage [14,18]. Survey results reported damage to internal
lightweight partitions in 74% of internally inspected commer-
cial buildings within the greater Christchurch area following the
2010-11 CES [14]. Damage commonly included screw failure,
diagonal cracks or detached sheets from framing, compression
damage of linings, or anchorage failures between partition fram-
ing and the main structure. These damages often required costly
and intrusive repairs or replacement of entire walls [19–21].

Along with cold-formed steel, timber has been a dominant fram-
ing material for internal partition walls in commercial buildings
in NZ [22,23]. Interior partitions are commonly constructed with
gypsum-plasterboard linings on both sides of the steel or timber
frame and are usually not intended to act as shear walls. How-
ever, due to their presence in abundance, their cumulative lateral
strength and stiffness are found to alter a building’s dynamics,
especially under low-level seismic excitation [24].

A timber-framed interior partition generally consists of timber
studs and plates sandwiched between gypsum plasterboard lin-
ings on both sides. Gypsum plasterboard is a machine-made
product and consists of a gypsum core encased between card-
board liners on both faces [25]. It is one of the most ubiquitous
lining materials because of its availability, low-cost, and speed
and ease of installation. Gypsum plasterboard is usually secured
to framing using either nails or screws and/or adhesives [26–

1 Corresponding Author, PhD Candidate, University of Canterbury, Christchurch, jitendra.bhatta@pg.canterbury.ac.nz (Student Member)
2 Masters’ in Civil Engineering, University of Canterbury, Christchurch, j.mulligan@harrisongrierson.com
3 Professor, University of Canterbury, Christchurch, rajesh.dhakal@canterbury.ac.nz (Fellow)
4 Professor, University of Canterbury, Christchurch, timothy.sullivan@canterbury.ac.nz (Member)
5 Industry Partners from Winstone Wallboards Ltd. (GIB), New Zealand, hansg@gib.co.nz and frank.kang@gib.co.nz



264

28]. The �nal �nishing includes stopping/plastering (usually
two-three coats), sanding and �nally painting (usually two coats)
[29].

This study reviews several experimental tests, and theoretical
analyses of internal plasterboard partition walls reported in the
literature that evaluate: 1) initial stiffness of the walls, 2) ultimate
shear strength of the walls, 3) drift at the onset of damage of the
plasterboard screws, and 4) drift at out-of-plane buckling of the
plasterboard sheets.

Additionally, a rigid timber-framed specimen, typical of com-
mercial partition walls in NZ, was constructed in a "y" shape and
tested with technical advice and support from New Zealand gyp-
sum plasterboard manufacturer Winstone Wallboards Ltd. [26].
The test aimed to: 1) observe the bi-directional performance
of a common timber-framed partition wall with return walls, 2)
obtain drifts at which different damage states occur, 3) verify
theoretical predictions of the damage states, and 4) formulate a
capacity-based approach to control the cracks in the plastered
joints and screw failures along the joints.

The same test-setup was previously used to investigate the per-
formance of steel stud interior partitions with "partly-sliding"
details [30]. The specimen layout/con�guration was similar to
the timber-framed specimen. The load-deformation hysteretic
curves, onset drifts at damage thresholds, damage progressions,
energy dissipations, secant stiffness degradations, and equiva-
lent viscous damping coef�cients for the two partition systems
are also compared in this paper. Furthermore, the seismic per-
formance of these specimens is brie�y compared with those of
low-damage partition walls incorporating "seismic gaps" [31],
which were also tested under the same setup.

LITERATURE REVIEW

The purpose of this section is to review the published research
on experimental tests and theoretical analyses investigating the
strength, stiffness, deformation, and damage-states of timber-
framed partition walls.

Experimental Tests on Partition Walls

The earliest experimental studies of timber-framed partitions
[32–38] focused on understanding their seismic behaviour by
investigating the contribution of different sheathings (gypsum
plasterboard, oriented strand board, plywood) and their orien-
tation, wall openings, interior and external �nishes, type and
spacing of screws and boundary restraints (such as return walls,
ceiling cornices, and skirting) on the lateral load resistance and
failure mode of the walls. The tests conducted by Arnold et
al.[39,40] explored the response of timber-framed walls with
boundary conditions typical of single-story structures and the
�rst-story walls of two-story structures, in addition to deter-
mining the ef�cacy of various stucco and plasterboard repair
methods.

Van de Lindt [41], and Memari and Solnosky [42] examined
the effect of multiple earthquakes on the in-plane strength and
stiffness of isolated timber-framed walls and assemblies with
plasterboard corners and returns. They investigated the extent
of damage to these wall con�gurations as well as the effects of
the cement and non-cement-based drywall joint compounds on
the shear strength of plasterboard joints and junctions. They con-
cluded that the type of joint compound could have a signi�cant
effect on the shear strength of gypsum plasterboard assemblies.

Tasligedik [43] tested a timber-framed wall with gypsum plas-
terboard on both sides, enclosed in a concrete main frame. The
specimen showed brittle behaviour with severe damage occur-

ring at 0.75% inter-story drift under quasi-static in-plane cyclic
loading.

Theoretical Analysis of Partition Walls

The shear strength of an internal partition wall is commonly
predicted based on the shear strengths of the screw between the
sheathing and internal framing [44,45]. The type of frame and
the spacing of framing members are not expected to signi�cantly
contribute to the bracing strength of the wall [46]. It is generally
observed that the screw failures occur around the wall perimeter
and at the top and bottom runners (or plates) [47–50]. It has
been assumed that the lateral force acting on the top runner of
the wall is transferred to the sheathing through the top screws
and to the bottom runner by the screws at the bottom boundary,
as shown in Figure 1.

Figure 1: Schematic diagram of force transfer through a rigid
partition wall.

The shear strength per unit length of the wallVf r , with sheathing
on both sides, corresponding to screw damage located at an
extreme corner of the partition wall is given by [44,51]:

Vf r =
2fr
l

(1)

wherefr is the shear strength of the screws between the frame
and the sheathing, andl is a factor dependent on the geometrical
properties of the wall and horizontal and vertical screw spacing.

l =
q

(L=nh)2 + ( H=nv)2 (2)

whereL is the length of the wall,H is the height of the wall,nh is
the number of screws in the top or bottom horizontal boundaries
of the partition wall, andnv is the number of screws in the left
or right vertical boundaries of the partition wall.

From past experimental results, it is found that the shear strength
fr of gypsum plasterboard-to-timber screws (with screw gauge
numbers 6, 8 and 10) is 0.5 kN [44,47,52–54] and 0.66 kN [53]
for single and double-layers of 10-12mm boards, respectively.
However, overdriven screws and saturated/soaked plasterboard
can reduce the shear strengthfr of the connections by a factor of
1.3 and 4, respectively [55]. There are several published articles
from which the values offr can be obtained [47,52–54]. One of
the examples of the screw-slip curve is shown in Figure 2. In this
�gure, the maximum load in the screw is its shear strength, and
screw slip is the relative displacement between the plasterboard
and the screw in the loading direction.
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Local Buckling of Plasterboards

Local buckling of horizontally oriented gypsum plasterboards
was observed by Golledge et al. [44] in a partition wall with
return ends, as shown in Figure 3. The plasterboard section
buckled when the acting axial load exceeded the buckling load of
the plasterboard. In their study, the buckling load was calculated
as:

Pbuckling=
k

X2 (3)

wherek is a proportionality constant based on the buckling load
obtained from the experiment andX is the horizontal spacing
between the screws.

Figure 2: Example of a screw-slip curve from several tests on
timber-frame [54].

Figure 3: Sectional plan view showing the failures of
plasterboard [44].

As the screws are driven only into the vertical studs,Xis taken
as equal to the stud spacingXss.

Now, equation 3 can be generalized using Euler's buckling load
where the critical buckling load in an axially loaded column (in
this case, plasterboard) is given by [56],

Pcr =
p2EI

(KXss)2 (4)

where,
Xss is the effective length of the gypsum plasterboard taken equal
to the horizontal spacing between the studs;
K is an effective length factor taken equal to 0.7 assuming a
�xed-pinned boundary condition; and
EI is the �exural rigidity of the plasterboard, which can be
obtained from GA-235-2019[57]. The typical values ofEI are
shown in Table 1.

In Table 1, it can be observed that the values ofEI vary within a
wide range as they depend on the type, thickness, density, and
orientation of the gypsum plasterboard, the paper type used to
sandwich the gypsum core, relative humidity, and the amount
of handling before testing [57]. Therefore, the buckling load is

Table 1: Values of EI [57].

Thickness of gypsum
plasterboard (mm)

EI (kN.mm 2/mm)

13 mm 220 to 580

16 mm 440 to 1160

dif�cult to be estimated reliably for plasterboards in a given site
condition.

Displacement Analysis

The total lateral displacementDt in a rigid timber-framed parti-
tion wall commonly comprises of: 1) �exural displacement of
the frameDf , 2) shear displacement of the plasterboardDs, 3)
screw-slip due to slippage of screws between the plasterboard
and the frameDss, and 4) the displacement of the whole wall due
to racking caused by uplifting of basesDrk [51,54,58–61].

Dt = Df + Ds+ Dss+ Drk (5)

where:

1.

Df =
PH3

3EAL2 (6)

whereP is the lateral force acting on the partition wall (it
is assumed that the loads are uniformly distributed on both
sides of the wall), andE andA are the modulus of elasticity
and area of the timber chord, respectively.

2.

Ds =
PH
GLt

(7)

whereG andt are the shear modulus (� 830 MPa [26,57]
and thickness of the plasterboard, respectively.

3.

Dss=
2dsoP
nh fr

(1+ H=L) (8)

wheredso is the displacement at which the shear strength
of the frame-to-plasterboard screws is reached. The values
of dso can be obtained from screw-slip curves for connec-
tions between different types of plasterboards and internal
frames. Some values ofdso reported in the literature for
screw connection between gypsum plasterboard and timber
frame and between type X gypsum plasterboard and steel
frame are 1mm [54] and 10mm [47], respectively.

4.

Drk =
v1 � v2

L12
(9)

wherev1 andv2 are the vertical uplifts of the wall, respec-
tively, at points 1 and 2 (located in the plane of the wall),
andL12 is the horizontal distance between points 1 and 2.

Stiffness Analysis

Since the plasterboard and plasterboard-to-frame screws are
attributed as the major contributors to the wall stiffness [49,53],
the equivalent lateral stiffness of a partition wallKeq considering
only the shear deformation of the gypsum plasterboard and the
screw-slip mechanism is given by [51]:
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Keq = L2=
�

HL
2Gt

+
2dso(HL + L2)

nh fr

�
(10)

PREDICTION OF ONSET DRIFTS FOR DIFFERENT
PARTITION DAMAGE STATES

In this section, the limitations of the aforementioned formula-
tions and analysis methods are identi�ed. These analysis ap-
proaches are amended, where deemed necessary and possible,
based on the published research. Moreover, they are applied to
approximate the response and damage states, where applicable,
of different types of partition walls.

Force Analysis

The shear strength calculated using equation 1 is conservative
for rigid timber-framed walls as it is solely based on the shear
strength of screws. It has been observed that the performance of
walls generally depends on the type, size, and frequency of the
screws (and/or adhesives), type and thickness of the plasterboard
and the material properties, hold-down details, and the type of
joint �nish [ 32–40,44–46]. It is found that the plasterboard-to-
frame screws can maintain their load-carrying capacity during
the bearing failure of the plasterboard, and as a result, the actual
shear strength is higher than that given by equation 1 by a factor
of 1.3 [52]. However, this overstrength can be usually negated
when the screws are overdriven into the plasterboard [55]. There-
fore, to generalize the shear strength of the wall, some factors
are introduced in equation 1 to account for the effects of the
different partition wall system, types of plasterboard-to-frame
connections and types of joint �nishes, as shown in equation 11.

Vult = f f f sysf con

�
2fr
l

�
=

2y fr
l

(11)

) Pult = VultL =
2y frL

l
(12)

wherePult andVult are the ultimate shear strength and ultimate
shear strength per unit length of the wall, respectively, andy =
f f f sysf con.

wheref f , f sys andf con are factors related to the type of stop-
ping/setting or �nishing in the joints, the type of partition wall
system, and the type of gypsum plasterboard-to-frame connec-
tion, respectively.

The approximate values of these factors are obtained directly
from the experimental results by comparing the ultimate shear
strengths of similar wall con�gurations, with different details,
available in the literature.

For example:

1. f sysin partitions with the return walls is taken as 2.0 accord-
ing to the experimental results provided in [45].

2. f sys in partitions with steel framing is taken as 0.88, which
is obtained by dividing the ultimate strength of the wall
with steel frame by the ultimate strength of the wall with
wood frame, having similar details from Table 3 in [47] i.e.,
f sys= 11:7=13:2 = 0:88.

These values are shown in Table 2.

Displacement Analysis

A lateral displacement equal to the cumulative vertical gap
width Dvgap can be accommodated before the plasterboards and

Table 2: Approximate values of thef factors.

f sys

Author Type of rigid wall
system

f sys

—— Timber frame
without return walls

(Isolated/Planar
Wall)

1.0

Liew et al., 2002
[45]

With return walls 2.0

Swensen et al.,
2015 [47]

Steel frame 0.88

Restrepo and
Befrosky, 2011

[49]

Steel frame with the
vertical slotted top

track

0.65

f con

Author Type of connection f con

—— Screws only 1.0

Olivia, 1990
[36], and

Filiatrault and
Foschi, 1991

[62]

Screw or nail and
construction

adhesive

1.6

f f

Author Type of �nishing f f

—— Un�nished joint 1.0

Memari et al.,
2009 [63]

Mesh joint tape and
joint compound

1.5

their connections fully engage to provide additional lateral stiff-
ness/resistance in walls with friction-sliding systems comprising
of vertical gaps along the vertical intermediate or boundary joints
of the walls [18,43,64–66].

The displacement component due to rocking of steel-studs and
plasterboard can be signi�cant in walls with friction-sliding
frame connections with some horizontal gap. The horizontal
gaps may be present between the plasterboards or studs and the
slabs. Such gap and sliding connections allow uplifting of walls
without inducing any additional lateral strength/stiffness until
the total horizontal gap widthDhgap is exhausted. In such cases,
DR is the top lateral displacement due to rocking of the wall,
which can be calculated as:

DR =
�

Dhgap

L

�
� H (13)

For displacement demands less thanDvgap andDR, the stiffness
of such partition wall systems with vertical or horizontal gaps
can be considered negligible.

Equation 13, however, does not consider the displacement caused
by potential buckling of the end studs of the wall observed in
several steel-framed partition wall tests [49,63]. Restrepo and
Bersofsky [49] states that the studs are signi�cantly weaker than
all the other parts of the wall, which in turn can give rise to a
high frequency of screw damage in steel-framed walls.

Moreover, when the opposite corners of the plasterboard coin-
cide with the adjacent corners of the structural frame (or other
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boundary elements) at the end of the rocking motion, the plas-
terboard starts being subjected to diagonal compressive forces.
At this stage, the engaged corners of the gypsum plasterboard
are more likely to get crushed due to concentrated loads and
possible impacts. Subsequently, the plasterboard tends to buckle
in the out-of-plane direction accompanied by shortening in the
loaded direction similar to that in glazed windows [67]. This
mechanism is disregarded by equation 7, which assumes that
the plasterboards have adequate stiffness so that the out-of-plane
panel deformation can be ignored: this assumption may hold
true in cases when the screws are used in conjunction with ad-
hesives as it tends to make the failure mode more brittle [61].
The diagonal shortening continues until the plasterboard fails at
its �exural tensile strength in a diagonal buckling failure mode.
Sucuo�glu and Vallabhan [67] approximate the resulting lateral
drift qbk corresponding to lateral displacement ofDbk due to this
mechanism as:

qbk =
1
bh

 
s f d2

pEt

! 2

(14)

whereb is the length of the wall or each plasterboard when
the plaster-joint between the plasterboards is assumed to remain
intact or damaged before buckling, respectively,h is the height of
the wall, andd is the diagonal length of the wall (d =

p
b2 + h2).

Moreover,s f , E andt are the modulus of rigidity or �exural
strength (� 4MPa [26,57]), elastic modulus (� 2000 MPa [26,57])
and thickness of gypsum plasterboard, respectively.

Incorporating these different displacement components in equa-
tion 4 gives a general equation for the total displacement as:

Dt = Df + Ds+ Dss+ Drk + DR+ Dvgap+ Dbk (15)

Initially, the displacement components corresponding to the �ex-
ural deformation of the internal frame, racking behaviour, rock-
ing due to horizontal and vertical seismic reliefs, and buckling
of plasterboard can be considered negligible (i.e,Df , Drk, DR,
Dvgap, andDbk ! 0) in rigid partition walls with adequate hold-
down capacity. Thus, equation 15 is simpli�ed as:

) Dt = Ds+ Dss=
�

H
GLt

+
2dso

nh fr

�
1+

H
L

��
P (16)

The predicted load vs. displacement(Ds + Dss) curves using
equation 16 are plotted in Figure 4 for four wall specimens
tested by McCutcheon [68]. The parameters considered here are
dso = 3mmand fr = 1226N [68].

In Figure 4, it can be observed that the line connecting the
origin with the ultimate displacement given by equation 16 can
reasonably estimate the equivalent elastic stiffness (specially in
Figure 4a), whereas it consistently underestimates the racking
displacements at higher load levels in all cases. Hence, this
equation cannot be relied to predict the lateral in-plane response
of partition walls.

Given, the ultimate strength and initial stiffness of a partition
wall by equation 12 and equation 10, respectively, the inter-
story drift at which the ultimate strength is achievedqult can be
obtained as:

qult =
Pult

KeqH
(17)

Similarly, the onset drifts for the screw damageq f r can be ap-
proximated as:

(a) 8 ft (2440 mm) by 8 ft (2400 mm) wall with 8 in
(203mm) screw spacing, two 4ft (1220 mm) long

sheets.

(b) 8 ft (2440 mm) by 8 ft (2400 mm) wall with 8 in
(203mm) screw spacing, one 8ft (2440 mm) long sheet.

(c) 8 ft (2440 mm) by 16 ft (4880 mm) wall with 8 in.
(203 mm) screw spacing, one 16ft (4880 mm) long

sheet.

(d) 8 ft (2440 mm) by 24 ft (7315 mm) wall with 8 in.
(203 mm) screw spacing, one 24ft (7315 mm) long

sheet.

Figure 4: Load-displacement curves for walls [68].

q f r =
Vf rL
KeqH

(18)
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The accuracy of equation 18 in predicting the onset drift for
screw failure is assessed by comparing with the experimental
drifts corresponding to screw failures of different types of rigid
partition walls, available in the literature, as shown in Table 3. It
can be observed that these values are in a reasonable agreement.
The probable reason for some variations may be the property of
the setting applied over the screw head to conceal the damage to
the screws [63], screws being overdriven [57], or the selection
of the values ofdso and fr .

Table 3: Comparison between theoretical and experimental
on-set drifts for screw-failure.

Author Frame type
Onset inter-story drift (%)

Theoretical Experimental

Tasligedik,
2014 [43]

Timber 0.21 0.30

McMullin et
al., 2007

[69]

Timber 0.19 0.30

Amer et al.,
2016 [50]

Steel 1.00 0.78

Pali et al.,
2018 [65]

Steel 1.17 0.96

Prediction of Bilinear Backbone Curves

Assuming symmetrical behaviour of a partition wall under lateral
loads interconnecting the points:A(� qbk;0), B (� qult ; � Pult ),
C(0;0) , D(qult ;Pult ) andE(qbk;0) form a bilinear backbone
curve (see Figure 5). Here,qbk is assumed to be the drift, which
represents the very extreme damage state of partition walls at
which the wall's capacity theoretically reaches zero. The line BA
and DE are represented as lines with a negative slope indicating
progressive damage occurring to the partition wall at increasing
drift levels; instead of a straight line suddenly dropping to zero
at A and E whenqbk is reached. The predicted and experimental
backbone curves (redrawn as bilinear curves) of several partition
walls found in the literature [50,63] are shown in Figure 5. It can
be observed that the predicted curves can reasonably approxi-
mate the experimental bilinear backbone curves.

In reality, there will always be some residual capacity at the buck-
ling drift of qbk (as seen in the experimental response), which is
not captured by the simpli�ed prediction adopted herein. Never-
theless, the predicted failure (i.e. buckling) drift corresponding
to zero capacity is normally greater than the experimentally mea-
sured buckling drift, which reduces the effect of ignoring the
residual capacity in the post-peak response until the experimen-
tal buckling drift. For example, in Figure 5c the experimental
curve terminates (i.e. fails) at 2% drift because of severe buck-
ling of the steel end-studs, but the predicted response continues
until beyond 4% drift. Consequentially, despite ignoring residual
capacity at buckling failure, the predicted response gives higher
strength at the experimental failure point (i.e. 2% drift). The
predicted response at higher levels of drift (not backed up by ex-
perimental response) is inconsequential as the drifts are greater
than the maximum inter-storey drift expected at the ultimate
limit state (e.g. 2.50% in NZ standards).

CAPACITY BASED DESIGN FOR SCREW SPACING

In horizontally oriented plasterboards, shear strength of the plas-
tered joint between the plasterboards can be taken as equal to
that of the shear strengths of the screws present along both sides

(a) Specimen NDS from Amer et.al., 2016 [50].

(b) Specimen WSC1 from Memari et al., 2009 [63].

(c) Specimen MSC1 from Memari et al., 2009 [63].

Figure 5: Comparison between predicted and experimental
backbone curves (redrawn as bilinear curves).

of the joint of the wall, as shown in Figure 6. For one of the
plasterboards,

Pps

2
=

�
L

Xss

�
fr (19)

whereL is the length of the wall,fr is the shear-strength of each
screw connection between the plasterboard-and-internal stud,
andXss is the screw spacing along each side of the plastered
joint (or equal to the spacing of the studs when screws are driven
only to the studs).

The shear strength of the plastered jointPps is given byPps =
psRp, whereps andRp are the shear strength per unit length
(shown in Table 4) and the total length of the plastered joint,
respectively. For horizontal joints along the length of the wall,
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Figure 6: Schematic diagram of force transfer mechanism
through plastered joint in horizontally oriented plasterboards.

Rp can be taken equal to the length of the wallL. Substituting
these in equation 19,

)
psL
2

=
�

L
Xss

�
fr (20)

) Xss=
2fr
ps

(21)

Table 4: Shear strength of typical plastered joints.

Type of joint ps (kN/m)

Perforated paper-tape with three
coats of cement joint [44,58]

7.2 to 8.0

Fibreglass tape joint [44] 5.9

Paper-tape �lled with two coats of
bedding compound [26]

2.0 to 2.5*

Back-blocked joint (a strip of
gypsum plasterboard adhered

behind the joint using GIB ® Cove
adhesive [26]

3.0 to 4.0*

*These values are indicative only.

For a standard case withfr = 0:5kN, and ps = 2:5kN=m, we
obtainXss= 400mm. Generally, at the boundaries, the spacing
of the screws is kept smaller than that in the �eld region i.e.,
Xhr < Xss.

Similarly, if the plasterboards are oriented vertically then,

Xvr =
2fr
ps

(22)

whereXvr is the required vertical spacing of the screws.

If the vertical joints are provided along the stud line, it is easier
to space the vertical screws required by equation 22 along both
sides of the joint.

The cracking of the plastered joint before the screw failures may
be desirable as the repair process for plaster cracks is generally
easy and economical. Therefore, it may be prudent to conser-
vatively provide screw spacing taken equal to or less thanXvr
along the boundaries.

DETAILS OF TIMBER-FRAMED PARTITION WALL
SPECIMEN

A rigid timber-framed wall (TFW) specimen with details com-
monly used to construct interior partition walls in NZ buildings
was constructed between two parallel concrete slabs supported
by steel frames, as shown in Figure 7a.

The TFW specimen was tested to understand the inherent
strengths and weaknesses in the current state of practice and
to verify the above equations experimentally. The specimen
tested was oriented oblique to the loading direction and had mul-
tiple short wing-walls with one `L'-junction (in the west) and
one Y-junction (in the east), as shown in Figures 7b and 7c. It
enabled examination of the bi-directional performance of walls
under a unidirectional quasi-static cyclic loading. Moreover,
assessment of the performance of walls with multiple orienta-
tions and junctions in a single test was possible. The specimen
consisted of three types of walls (Planar Wall, Return Wall and
Inclined Wall) as described in Table 5 and shown in Figure 7c.

Table 5: Wall-types and their geometry.

Wall-type Inclination
to the

loading
direction

L*
(mm)

H*
(mm)

t*
(mm)

Planar wall
(PW)

30o 2410 2405 116

Return wall
at `L' (RWL)

and `Y'
junction
(RWY)

60o 600 2405 116

Inclined wall
at `Y'

junction
(IWY)

15o 605 2405 116

*L, H and t are the length, height and thickness of the walls, respectively.

Following the typical practice in NZ, horizontal timber runners
(90 mm x 45 mm) were fastened to the concrete slabs (i.e.,
ceiling slab and �oor slab) using anchor bolts (HILTI® HUS3-
H8) at spacings shown in Figure 7c during the construction
of the specimen. Then, timber studs (90 mm x 45 mm) were
attached at a regular spacing of 600mm c/c to these runners by
driving 3 nails at an angle (2 from one side and 1 from the other).
The vertical joint at the south of the Y-junction was reinforced
with 135o 0.55BMT (Base Metal Thickness) galvanized steel
angles screwed to the studs. A single layer of 13 mm thick
gypsum plasterboard was attached to the studs as well as runners
using GIB® grabber self-tapping drill point screws (6g x 25
mm) on both sides of the walls. The spacing between the screws
was kept at 300 mm c/c along the boundaries and in the �eld
of the partition wall. Then, the joints were plastered with two
coats of GIB® Tradeset 90-minutes premium jointing compound,
jointing tape and internal and external corner beads (/L-trims),
where necessary. A �nal coat of plaster was applied with GIB®
Trade Finish. Finally, after sanding the surface, two coats of paint
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(a) Steel-frame structure-elevation [30]. (b) Steel-frame structure with `y' shaped TFW specimen-plan
[30].

(c) Details of TFW specimen-plan.

Figure 7: Test setup and specimen details.

were applied on the wall surface before testing. The �nished
TFW specimen is shown in Figure 8.

EXPERIMENTAL TEST OF THE PARTITION WALL

Test Setup, Loading Protocol and Data Acquisition

The test frame, shown in Figure 7a, was hinged at the beam-
column connections and at the bases of the columns to allow a
shear mode of deformation under applied lateral cyclic displace-
ments at the top of the frame. The top and bottom of the frame
were connected to 120 mm thick reinforced concrete slabs with
a clear height of 2405 mm between them. Further details on the
test frame can be found in [30,31]. A 200 kN actuator supported
by a reaction frame was attached to the centre of the ceiling
slab using bolt connections. The load applied to the specimen
was recorded with a 50 kN load cell with an accuracy of� 3
N. The specimen was subjected to a displacement-controlled

unidirectional quasi-static cyclic protocol de�ned in FEMA 461
[70], as shown in Figure 9.

Two cycles were applied at each drift amplitude where the drift
amplitude of each step was 1.4 times the amplitude of the pre-
ceding step. A total of 16 drift steps were applied, up to a
maximum drift of 6.21% in the frame axis, which corresponds
to a maximum in-plane and out-of-plane drifts of 5.38% (more
than twice of the allowable ultimate limit state of 2.50% drift)
and 3.10%, respectively, for the Planar Wall (PW). The response
of the bare frame was approximately linear, with the stiffness
of 10.1 N/mm, as shown in Figure 10. The specimen was in-
strumented with linear potentiometers to measure the vertical
and out-of-plane displacements, as shown in Figure 11. The po-
tentiometers recorded the relative linear displacement between
the locations they were secured on the TFW specimen and the
surface of the concrete slab.
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(a) South elevation. (b) North elevation.

Figure 8: Photos of the specimen prior to testing.

Figure 9: FEMA-461 loading protocol [70].
Figure 10: Force-displacement response of bare frame [30].

Figure 11: Instrumentation points: RWL West Face (left), Y-junction East Face (center) and PW North Face (right).

Damage State Classi�cations

The damage states for the characterization of the seismic per-
formance of the TFW specimen are taken to be similar to those
adopted by Mulligan et al. [30] so that a direct comparison
with "partly-sliding" partition walls can be accomplished. The
nature/extent of damage corresponding to these damage states
is described in Table 6. Visual inspection of the specimen was

done after each step of the applied FEMA 461 [70] loading pro-
tocol (Figure 9) and any damage observed was photographed and
manually recorded. The observed damage during the experiment
is shown in Figure 12.

Since the timber-frame was concealed behind the gypsum plas-
terboards, the exact drift at which the frame was damaged was
not possible to be determined. The exposed frames where plas-
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